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1) Open Circuit Inductance Test Parameters: 100kHz, 0.250 Vrms, 0.0 Adc. Parts come on tape & reel at 1,750 units per reel
2) RMS current, delta temp. of 40 deg. C. ambient temperature of 85 deg. C.
3) Peak current for approximately 10% roll-off.
4) Values @ 20 deg. C. Inductance vs Saturation Current
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Electrical Specification

Part
Number

Inductance
µ H

OCL (1)
µH + 20%

Irms (2)
Amperes

Typ.

Isat (3)
Amperes

Typ.

DCR (4)
Ohms max.

Q
Typ.

SRF
Typ.
Mhz

UP2.8B-1R0 1.0 0.98 3.6 8.0 .0286 30 65

UP2.8B-2R2 2.2 2.44 3.1 5.2 .0356 30 60

UP2.8B-4R7 4.7 4.15 2.7 3.9 .0478 30 52

UP2.8B-100 10 10 2.1 2.7 .080 30 40

UP2.8B-150 15 15 1.7 2.2 .120 30 24

UP2.8B-220 22 22 1.5 1.7 .190 30 18

UP2.8B-330 33 33 1.3 1.5 .250 30 14

UP2.8B-470 47 47 1.0 1.2 .340 30 11

Recommended
PCB Layout

UP2.8B
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Component View
dimensions In millimeters

Low Profile / 2.8mm

• Low DCR / High Efficiency
• Suited for IR and Vapor Re-

flow Solder
• Frequency Range 1kHz to

2MHz

SMT Power Inductors
Uni-Pac™ 2.8B
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